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Development of dynamic sub-grid models for
variational multiscale methods

By Scott M. Murmanft, Laslo T. Diosadyl, and Anirban Garai}

A dynamic Variational Multiscale Method (Hughes et al. 1998) is developed by leverag-
ing the Germano procedure from classical Large-eddy Simulations (LES). The similarity
between the classical and variational approaches is analyzed in the context of incompress-
ible flow. This analysis leads to a consistent modeling approach for both incompressible
and compressible flows, the latter being demonstrated in a prior: testing for low-speed
attached and separated boundary layers. Similar to the classical LES procedure from
which it is derived, the variational dynamic procedure does not guarantee a positive
semi-definite coefficient in the general case. However, reproducing the behavior of the
classical LES dynamic approach is seen as a necessary first step to develop a VMM that
automatically adjusts to the local resolution and flow physics.

1. Introduction

The Variational Multiscale Method (VMM) is a reformulation of the classical Large-
Eddy Simulations (LES) method, in which the filtering operation, used to explicitly
separate resolved and unresolved scales, is replaced by a Galerkin projection operator
(Hughes et al. 1998, 2000). The long-distance triadic interactions involving the unresolved
scales are ignored. The unresolved scales are assumed to only interact with the finest
resolved scales, thus ensuring that no energy is removed from the large structures in the
flow via a model.

Previous work using VMM demonstrates the success of using a fixed-coefficient eddy-
viscosity model for the sub-grid stresses, including for attached wall-bounded applications
(Hughes et al. 2000, 2001, 2004; Bazilevs et al. 2007). In order to apply the method to
general complex flows, including those with separation, it is necessary to replace the fixed-
coeflicient model with a mechanism that automatically adapts to the local resolution and
flow physics. As the typical VMM model is based on a Smagorinsky eddy-viscosity model,
leveraging Germano’s dynamic procedure from classical LES (Germano et al. 1991) is
an obvious first step. This has been accomplished for finite-volume schemes using an
agglomeration operator developed by Farhat et al. (2006) to separate the fine and coarse
scales.

The current work develops a dynamic VMM approach for an entropy-stable
Discontinuous-Galerkin spectral-element solver (Diosady & Murman 2013, 2014). The
use of spectral elements provides an efficient scheme for resolving complex flows with a
range of physical scales, and also a method that provides clear separation of these scales
for the VMM.
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2. Dynamic Eddy-viscosity Model

Here we develop a dynamic compressible VMM formulation. However, we begin by de-
scribing the dynamic approach for the incompressible Navier-Stokes equations to simplify
the discussion, highlight the similarities to the classical LES approach, and demonstrate
the parallels to the compressible formulation. Development of an entropy-stable com-
pressible formulation then follows in the next section.

The incompressible, isothermal Navier-Stokes equations are given by

i+ (uiny)

1
5= 750 (Pdiz) + vuijj, (2.2)

where the comma indicates partial differentiation. Writing the momentum equations in
weak form over the domain €2 we have

1
(wie, wi) — (wgug, wi ;) — p (pdij, wiz) + (vui g, wi ;)

(2.3)
+ (Ui’LLj +p§ij,wmj)89 — (VUZ'J,’(UﬂLj)aQ =0 Ywe V,
where w is the test function. This is written compactly as
R, (u,w) =0. (2.4)

where R, is the bilinear operator of Eqn. 2.3.

In a variational multiscale method we a priori. decompose the continuous space as
Y = YUV UV where V are the coarse scales, V are the fine scales, and V are the
unresolved scales that cannot be represented on the current discretization (cf Fig. 1,
Collis (2001)). A similar decomposition follows for the velocity field, v = @ + @ + 4.
Under suitable choice of orthogonal spaces, VNV = 0, etc., we have the followmg for the
incompressible momentum equations

Ry (1, @)+ 7 (u,w) =0 Yo eV=VUY, (2.5)

where u = u + %, w = w + w, and
7 (u, w) = (Ui, Wi ;) + (Uitj, Wi ) + (U5, ;) (2.6)
= (’U,i’LLj — ’L_Liﬂj,’u_)iyj) (27)

is the projection of the unresolved/“subgrid-scale” stress terms onto w that must be
modeled to close the system.

The VMM assumes the unresolved scales only interact with the fine scales. The coarse
and fine scales are defined by low-pass (P) and high-pass (P) orthogonal projection op-
erators respectively on the resolved scales,

w=Pw, w=Pw, PPw)=0, P(Pw)=0 (2.8)
Assuming a gradient-diffusion (eddy-viscosity) model for 7 we have
T (’U,, 111) ~ -2 ((ClA)2 HSZ»JHS’i,j,wi,j) , (29)

where S; ; = 1/2 (u; j + u;,;) is the symmetric strain-rate tensor. This is similar to the
high-pass filtered Smagorinsky models (¢f. Stolz et al. 2004). The subgrid-stress co-
efficient C7 is not equivalent to the standard Smagorinsky constant due to the scale
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FIGURE 1. A priori scale separation for a vari-
ational multiscale method following the triple
decomposition of Collis (2001).

separation of the VMM. The subgrid-stress coefficient is inside the inner product oper-
ator, which is akin to keeping the Smagorinsky constant inside the filter operator in a
classical LES method.

Equation 2.9 is a bilinear operator valid over any space V, hence we can construct a
variational analogue to the classical LES Germano dynamic procedure (Germano et al.
1991) to determine the eddy-viscosity coefficient. Denoting the current resolution by h,
and applying a second projection (filter) operator to a coarser “test” space, H, we have
the subgrid-stress on the current and test space as

7 (u, ") = (ujuj — a?ah,w? ) (2.10)
T (u, ™) = (wju; — uHu;I,w{Ij) . (2.11)

Projecting the subgrid-stresses 7 to the test space H and forming the variational dynamic
Leonard stresses gives

L(u,u‘)H) :T(UJDH) _T(uva) = (afa? —ﬂflﬂf,wﬁj) =

—2 (1A 18018k, 6l + 2 (1) 1SS, wff)
(2.12)

where we’ve likewise followed a similar procedure for the modeled subgrid-stresses. Note
that this approach varies from the dynamic localization of Ghosal et al. (1995), whereby
a variational formulation is built from the strong form of the Leonard stresses. Here a
consistent formulation is used to directly construct a dynamic procedure for the varia-
tional form of the subgrid model stresses, similar to the approaches of Oberai & Wanderer
(2006) and Farhat et al. (2006).

Because the VMM modeling assumption only includes the fine scales, while the subgrid
stress includes all scales, Eqn. 2.12 cannot be satisfied exactly for any coefficient Cy. By
choosing a particular basis for the test space, Eqn. 2.12 becomes an over-determined
matrix system which can be solved in a least-squares sense to determine C7, which could
then potentially vary in space and time within an element depending upon the dimensions
of the fine space, test space, etc. The difficulty with this approach is that the solution to
this matrix system is dependent upon the space V7, which is arbitrary, unlike the solution
to the Galerkin form of the equations which is independent of the choice of basis. For
example, even maintaining the same linear span, but performing a translation of the
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FIGURE 2. A priori testing of the sub-
grid stress modeling assumptions for
forced homogeneous isotropic turbulence

at Rex = 300. Kolmogorov (Cs = 0.18) ,

- ---Germano , ---- Lilly

basis will produce a different coefficient C7. Philosophically, the least-squares approach
to Eqn. 2.12 is purely a linear algebra solution, and does not take advantage of available
physical insight. Thus, the preferred approach here is to choose an appropriate subspace
of VH in conjunction with the VMM model approximation which does provide physical
insight.

If C; is assumed constant within an element, the inner product can be used to reduce
Eqgn. 2.12 to a scalar equation with clear physical interpretation. For example, using the
velocity as the test function, w; ; = 4, j, produces a variational analogue to Germano’s
dynamic procedure for classical LES. Similarly, defining

M;; = =207 SP|1SE, + 287 || ST 1S (2.13)
and using the Ly projection of M;; for the test function reproduces a variational analogue
of Lilly’s least-square procedure (Lilly 1991).

2.1. Homogeneous Isotropic Turbulence

A priori testing of the subgrid stress modeling assumptions using Direct Numerical
Simulation (DNS) data is performed for forced homogeneous isotropic turbulence at
Rey = 300. The ideal LES velocity field is constructed by low-pass filtering the DNS
so that the highest resolved wavenumber xkn < 0.1. Figure 2 presents the variation of
C; within the domain using the variational analogue to the Germano and Lilly proce-
dures, along with the model spectrum assuming Kolmogorov’s -5/3 law for the inertial
range. The latter is considered an upper bound for the coefficient. In this experiment
kP JkM = 2/3 and k" /E" = k7 /& = 1/2, where k is the magnitude of the spectral wave
number. After an initial transient both models achieve a statistically-stationary positive
correlation, with the Germano procedure producing the larger eddy-viscosity coefficient.

The behavior in Fig. 2 can be understood more thoroughly by examining the individual
terms in the dynamic Germano procedure. Using w; ; = u;,j, the test scale dissipation is
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FIGURE 3. A priori testing of the sub-
grid  stress modeling assumptions in
the wvariational Germano procedure for
forced homogeneous isotropic turbu-
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for the periodic domain. Similarly, the modeled subgrid-stress dissipation for the resolved
scale is given by

ulH gt
(ai'ag’, ai’;) :/Qﬂffﬂ{faﬂqtﬂfaj <> =0 (2.14)

=2 ((Cr A IS8 180, w8 ) = =2 ((Cra)? 181118k, 1) - (2.15)
If VX NV" = (), then this term is zero. Lastly, using the Kolmogorov model spectrum,
the modeled subgrid-stress dissipation for the test scale is independent of the ratio of the
test scale to the resolved scale.

The variation of each of the subgrid-stress dissipation terms with ratio of test scale to
resolved scale, kI /k" is given in Fig. 3 for the dynamic Germano procedure. This data
is averaged over 30 eddy turnover times. The modeled subgrid-stress dissipation for the
test scale is roughly a constant, while the projections from the resolved scale to the test
scale both vary linearly. From this, it is determined that the subgrid-stress coefficient C
is independent of the ratio k' /E" for this flow provided V¥ N V" # (), which requires the
minimum a 4th-order spectral element. The Lilly procedure does not share this property.

3. Compressible Formulation

The Navier-Stokes equations for compressible viscous flow are

Qit + fijg — 9ij.5 =0, (3.1)
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where ¢; are the conserved quantities, f;; is the inviscid flux, and g;; is the viscous flux,

P pu; 0
g=1| pur |, fij=/| puru; +0ox; |, gij = Thj
pe peu; + pu; UTr; + &1

Writing Eqn. 3.1 in weak form gives
(it wi) = (fijswig) + (9ijs wig) + (figs wing) oo — (9ig, wing) g =0 Yw €V  (3.2)
or

R, (q,w) =0 Ywe. (3.3)

Again decomposing into fine, coarse, and unresolved scales, we assume that the effect
of the unresolved scales on the diffusion coefficients is negligible. This gives

R, (7, @) + (g, ®) =0 Vo€V, (3.4)
where
B(q,w) = (fij (q) — fij (@) ,wi ;). (3.5)

Introducing the generalized entropy variables that symmetrize the compressible Navier-
Stokes equations (¢f. Hughes et al. 1986, Barth 1999),

y—1 puvk—l p
’UZ‘ = T 5 (36)
_p
P
we then have
B (v,w) = (fij (v) — fij (V), Wi ;). (3.7)

Numerically, entropy in compressible flow fills an analogous (though more complex)
role to kinetic energy in incompressible flow. When simulating an incompressible flow we
desire a scheme with a global energy bound, whereas in compressible flow simulations we
desire a scheme with a global entropy bound. As seen above in Eqn. 2.14, the momentum
flux is an advection of kinetic energy when the velocity field is used as the test function.
Analogously, choosing the entropy variables as the test function in Eqn. 3.7 leads to
advection of entropy for the resolved “stresses”,

(fij,vi,j):/c’?i (uips):/ psu;n; compressible (3.8)

Q 90

(uiuj,uj7i):/8i (uiujuj) z/ ujujuini incompressible (3.9)
Q 2 o0 2

Because the entropy variables are complex nonlinear functions of the conservative vari-
ables, the model integrated using entropy variables is not identical to the scale separation
in conservative variables, i.e. f;; (U) # fi; (§). A similar approximation under different
modeling assumptions is described in Leveasseur et al. (2006). The alternative, apply-
ing the scale separation directly to the entropy variables, introduces nonlinear products
in the time derivative that are difficult to model. In the current low-speed numerical
tests these approximations are unimportant. A more thorough analysis of the modeling
assumptions for high-speed compressible flow is left for future work.

The subgrid-stress model for compressible flows mimics the diffusion terms in entropy
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FIGURE 4. Histogram of instantaneous sub-
grid-stress coefficient for planar channel flow at
Re, = 180.

variables,
ﬁ (7), 7I)) ~ — ((ClA)2 ||1v1i’j||1v)i’j7’d)i’j> . (310)

The dynamic procedure then becomes

(Fig (0") = fig (0") s 0fh) = = (€8 ol ok, % ) + ((Cao0)? ot 1o, ot )
(3.11)
with the entropy variables used as the test function to determine the scalar coefficient
C1. Alternatively, by assuming a value for the subgrid-stress Prandtl number the mod-
eled stresses can be constructed using the subgrid-stress analogue to the full viscous
Jacobian instead of the diagonal approximation in Eqn. 3.10. These two approaches are
indistinguishable in the current low-speed testing.

3.1. A priori Testing

The behavior of the dynamic VMM subgrid-model is investigated using two DNS databases
computed in Diosady & Murman (2014) - channel flow at Re, = 180, and separated flow
over an array of hills. In both cases, the LES field is constructed by coarsening by a factor
of two in both A and p. Unlike the numerical tests in Sec. 2.1, here the local finite elements
do not span the entire domain. This introduces the difficulty that the subgrid-stress coef-
ficient is no longer guaranteed to be positive semi-definite. This is not surprising, as the
current approach leverages the dynamic procedure from classical LES - both the positive
and negative aspects. Examining Eqn. 3.11, the difficulty is the projection of the flux
to the test level. As this is related to an advection of entropy when u’)lj = ﬁgj, eddy
structures that are larger than the finite element size will locally advect subgrid entropy
from an element at a greater rate than it is produced, while in neighboring elements
the opposite is true. Figure 4 presents a histogram of C at one instant in time for all
of the elements in the three-dimensional channel flow simulation. Although the mean is
positive, many elements at any instant have a negative subgrid-stress coeflicient as the
difference (fij (T)h) — fij (EH) ,z’){fj) is negative.

A common technique in classical LES is averaging the instantaneous coefficient over
homogeneous directions. In the case of fully developed channel flow, this includes the
streamwise and spanwise directions. In the current variational context, the net advection
of entropy is zero in the homogeneous directions, hence this filters some of the large-scale

eddy motion at each time sample. The large-scale motions in the wall-normal directions
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FIGURE 5. Subgrid-stress coefficient aver-

aged over the homogeneous directions at

five time samples for planar channel flow at

Re, = 180. te =22, ----t. =22.16,

cmem e =122.33 te =225,

FIGURE 6. Mean streamlines for flow over an FIGURE 7. Spatial variation of the spanwise-av-
array of hills. eraged subgrid-stress coefficient for flow over an
array of hills. Blue is zero and red is 0.1.

are constrained near the wall, limiting the magnitude of the advection in this direction.
The subgrid-stress coefficient averaged over the homogeneous directions is plotted in
Fig. 5 for 5 time samples. There are 8 elements in the wall-normal direction, and the
coefficient is constant within each element, and discontinuous between elements. The
peak coeflicient is roughly half the value of the coefficient for homogeneous isotropic
turbulence, which is physically plausible. The coefficient also approaches zero at the top
and bottom walls of the channel as desired. There is greater variation in time near the
center of the channel, where there are correspondingly larger eddy structures.

The final example presents the mean dynamic coefficient for the separated flow over
an array of hills (Figs. 6 & 7). In this case only the spanwise direction is homogeneous,
leaving both large-scale motions in the streamwise direction and thin separated shear
layer in the center of the channel which cause difficulty for the dynamic procedure. The
instantaneous subgrid-scale coefficient does become negative in some elements even when
averaging over the spanwise direction. Outside this separated flow near the apex of the
hill, the variation of the coefficient on the upper wall is essentially identical to the channel
flow results, and a small positive value of the coefficient is produced in the recirculation
region.
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4. Summary

A variational analogue to the classical Germano dynamic procedure from classical LES
has been used to develop a dynamic VMM for incompressible and compressible flows. A
priori testing demonstrates that this methodology provides physically plausible values
of the subgrid-stress coefficient for several benchmark flows. Next, a posteriori testing of
the model predictions on similar benchmark flows will be used to refine the approach.
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